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A theoretical description of photoacoustic spectroscopy generated by wavelength modulation of a semiconductor laser
source is reported for a Lorentzian absorption line. This model describes the ﬁrst- and second-harmonic photoacoustic
signals produced by a current-modulated semiconductor laser. Combined intensity- and wavelength-modulation is consid-
ered with arbitrary phase shift. Experimental results obtained when probing a CO2 absorption line with a 2-lm distributed
feedback laser are presented and validate the relevance of the reported model.
 2005 Elsevier B.V. All rights reserved.
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Infrared tunable lasers constitute ideal light
sources for trace gas spectroscopy due to their
unique combination of excellent spectroscopic and
technical properties, such as narrow linewidth, tun-
ability, compactness, long lifetime or room-tempera-
ture operation. They are composed of near-infrared
(NIR) InGaAsP-based semiconductor laser diodes
initially developed for the optical telecommunica-1350-4495/$ - see front matter  2005 Elsevier B.V. All rights reserved
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thevenaz@epﬂ.ch (L. The´venaz).tion market (k < 2 lm), antimonide-based laser
diodes in the 2–3 lm range and quantum cascade
lasers (QCL) in the mid-infrared (k > 4 lm). All
these types of infrared lasers may be fabricated with
a distributed feedback (DFB) structure, enabling
to get singlemode emission, continuously tunable
over several wavenumbers. Narrow-linewidth and
broadly tunable external cavity diode laser (ECDL)
in the NIR wavelength range are other suitable
sources for high-resolution gas spectroscopy,
whereas the gap in primary laser sources in the 3–
4 lm range may be overcome by generating optical
radiation by non-linear methods, such as diﬀerence
frequency generation (DFG), optical parametric
oscillation (OPO) or optical parametric generation/
ampliﬁcation (OPG/OPA)..
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selectivity in gas sensing. Tunability enables precise
adjustment of the laser emission on an absorption
line of the target species, which is necessary for high
sensitivity detection. Semiconductor lasers can also
be easily and rapidly modulated, through a modula-
tion of their injection current. Laser modulation
capability is a key issue for high sensitivity gas detec-
tion and many of the most performant techniques
for trace gas monitoring make use of laser modula-
tion for eﬃcient noise reduction and high sensitivity
detection. This is for example the case in wavelength
modulation spectroscopy (WMS) [1], frequency
modulation spectroscopy (FMS) [2] and two-tone
FMS [3], which use diﬀerent modulation/demodula-
tion schemes in order to reject the large oﬀset in the
DC-coupled optical transmission signal, or photoa-
coustic (PA) spectroscopy (PAS) [4–16], which mea-
sures the optical energy absorbed in the sample.
In a semiconductor laser, modulation of the injec-
tion current results in simultaneous modulation of
the optical power (intensity modulation—IM) and
of the laser frequency (wavelength or frequency
modulation—WM/FM1). WMS/FMS techniques
take advantage of the WM/FM properties of the
laser in order to generate an oﬀset-free derivative sig-
nal of the sample transmission. In that case, IM gen-
erally acts as a residual undesirable eﬀect that
distorts the signals. The situation is radically diﬀer-
ent for PAS. This technique is also based on the
absorption of a modulated laser radiation by the
molecules of the target species, but it directly
responds to the energy absorbed in the sample and
not to the transmitted energy. Therefore, it is intrin-
sically a zero-background technique. The absorbed
optical energy is measured through an acoustic wave
induced by periodic thermal expansion of the sam-
ple, resulting from periodic light absorption. This
may be produced either through IM or WM of the
laser radiation. The amplitude of this acoustic wave,
measured using a sensitive miniature microphone, is
directly proportional to the gas concentration. As
PA signal is also directly proportional to the laser1 A distinction is usually made in the literature between WM
and FM: WM is generally used when the laser modulation
frequency is much smaller than the absorption linewidth, whereas
FM is used when the modulation frequency is larger than the
absorption linewidth. However, these denominations may pro-
duce some confusion, as a current modulation always induces a
modulation of both the laser wavelength and frequency. In this
paper, we independently use these two denominations to repre-
sent the same eﬀect.power, this technique has been primarily imple-
mented using high power mid-infrared gas lasers
(mainly CO2 lasers), in order to achieve extreme
detection limits in the ppb range [4–6]. In that case,
IM has been naturally used, either using an external
modulation (mechanical chopper), or with direct
modulation of a RF-excited CO2 laser. The theoret-
ical description of the generation and detection of
the PA signal, which has been given in detail by sev-
eral authors [7–9], is well adapted to this situation, as
it usually considers IM as an excitation source for
the generation of the PA signal.
However, application of PAS using semiconduc-
tor lasers has increased in the recent years for three
main reasons: (i) the improvement of the emission
power of telecom-type NIR DFB lasers, which can
deliver up to several tens of mW; (ii) the availability
of NIR ﬁbre ampliﬁers, capable of amplifying laser
radiation by 20–30 dB, thus achieving ampliﬁed
power in the range of 1 W and therefore improving
the PAS sensitivity by 2–3 orders of magnitude
[10,11]; (iii) the improvement of the characteristics
of QCL in the MIR range, which have also demon-
strated to be suitable light sources for PAS [12–14].
Similarly to gas lasers, semiconductor lasers may be
intensity-modulated to generate a PA signal. This
may be accomplished either using a mechanical
chopper or, more generally, by directly switching
on and oﬀ the laser injection current. But these
lasers also oﬀer the possibility to be wavelength-
modulated, by modulating their injection current
with a reduced amplitude in order to tune the laser
on-line and oﬀ-line. Such a modulation scheme may
give some advantages in certain conditions. For
example, window noise and wall noise are eﬃciently
suppressed for WM and harmonic detection [15].
WM may also be slightly more eﬃcient than IM
in the generation of the PA signal [16]. The theory
of WMS (in the standard case of optical detection)
is well documented in the literature. The ﬁrst mod-
els, presented by Arndt [17], Reid and Labrie [18],
or Supplee et al. [19], only treated the case of pure
WM. Later, more complete models taking into
account simultaneous WM and IM were presented
by Philippe and Hanson [20], then Kluczynski
et al. In a series of papers [21–24], these authors
developed a complete theory of WMS based on
Fourier decomposition. More recently, we also
developed an analytical expression of WMS har-
monic signals in the particular case of a Lorentzian
lineshape, but for the general situation of combined
IM–FM with arbitrary phase shift [25].
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discussed in the literature [10,26–30], but mainly in
the experimental point of view and explicit mathe-
matical theory of WM-induced PAS (WM-PAS)
has not been given. Even if this situation presents
some similarities with standard WMS, there is how-
ever an important distinction due to the fundamen-
tal diﬀerence in the techniques, i.e. WMS responds
to the light transmitted through the analyzed sam-
ple, whereas PAS is sensitive to the absorbed
energy. A general theory of WM-PAS is necessary
in order to have a better understanding of this tech-
nique and to enable precise optimization of the
modulation parameters. We report here a theoreti-
cal analytical description of WM-PAS that also
takes into account the laser residual amplitude mod-
ulation arising when modulating the injection cur-
rent in a semiconductor laser. Our description is
based on the analytical model of WMS we previ-
ously developed in the case of a Lorentzian absorp-
tion line [25]. This model was a generalization of
Arndts theory [17], extended to the general case
of simultaneous IM–FM with arbitrary phase shift.
Although the analytical WM-PAS model pre-
sented here applies to Lorentzian lineshapes only,
it remains quite general, as most of the application
of PAS concern gas monitoring in standard environ-
mental conditions, i.e., at ambient temperature and
atmospheric pressure. In such conditions, the gen-
eral Voigt lineshape is properly approximated by a
Lorentzian proﬁle and our model thus properly
applies to the case of PA trace gas detection at
atmospheric pressure. The results of this theoretical
model are compared with experimental measure-
ments performed when a CO2 absorption line is
probed by a DFB laser emitting in the 2-lm wave-
length range.
2. Theoretical description of PAS in presence of
simultaneous IM–FM
Our theoretical description of WM-PAS is based
on the analytical formalism developed in the case of
WMS, when a Lorentzian absorption line is scanned
by a laser diode with combined IM–FM with arbi-
trary phase shift W [25]. In WM-PAS, the frequency
of the detected PA signal needs to correspond to a
resonance frequency fres of the PA cell. Therefore,
the laser is modulated at frequency fmod = fres/n
when the nth harmonic signal is considered. In addi-
tion to this modulation (generally performed in the
kHz range), the laser wavelength is scanned throughthe absorption line using a slow current ramp at fre-
quency F.
Using the same terminology as in our WMS
model, the laser WM is described by the normalized
frequency
x ¼ x0  m cosð2pfmodtÞ; ð1Þ
where x = (m  mline)/Dmline is the optical frequency m
normalized to the line parameters, mline the absorp-
tion line centre and Dmline the linewidth (half width
at half maximum, HWHM). WM amplitude is char-
acterized by the FM index m = Dm/Dmline, which rep-
resents the maximum laser frequency deviation Dm
normalized by the absorption linewidth Dmline.
Laser IM is taken into account by introducing a
linear variation with slope p in the incident optical
power as a function of the frequency
I0ðxÞ ¼ I0ðpDmlinexþ 1Þ. ð2Þ
In this expression, I0 is the optical power at line
centre, whereas slope p describes the laser power
variation as a function of the optical frequency (in
[1/cm1]). The light absorbed in the cell is given,
in the case of a weakly absorbing sample, by
IabsðxÞ ¼ I0ðxÞaðxÞ ¼ I0½pDmlinexþ 1aðxÞ; ð3Þ
where a(x) is the absorbance of the sample. For
Lorentzian lineshape,
aðxÞ ¼ a0 1
1þ x2 ; ð4Þ
where a0 is the absorbance at line centre.
Since WM eﬃciency of a semiconductor laser
depends on modulation frequency, the p coeﬃcient
takes a diﬀerent value for either the sine modulation
at angular frequency x = 2pfmod or for the low fre-
quency ramp used to scan the laser line through the
absorption feature. Two diﬀerent coeﬃcients px and
pX are therefore introduced to describe the laser
optical power variation [25]. The ﬁrst one is associ-
ated to the modulation frequency x and the second
to the low frequency ramp at X = 2pF.
The determination of the PA signal generated at
the two ﬁrst harmonics (1f and 2f signals) follows a
similar procedure to the case of WMS, the only dif-
ference being that we consider the energy absorbed
in the sample instead of the transmitted energy. The
in-phase (p) and quadrature (q) PA signals at fre-
quency 1f and 2f are respectively given by






















Fig. 1. R16 absorption line of CO2 measured by optical
transmission using a DFB laser emitting at 4990 cm1. The laser
frequency was measured using a wavemeter with a resolution of
1 pm. Circle are experimental points and the line results from a ﬁt
by a Lorentzian distribution.




where functions s1p(x), s1q(x), s2p(x) and s2q(x) cor-
respond to in-phase and quadrature signals in the
case of standard WMS [25]. PA signals obtained
for arbitrary detection phase Un are given by
sPA;1U1ðxÞ ¼ sPA;1pðxÞ cosU1 þ sPA;1qðxÞ sinU1;
sPA;2U2ðxÞ ¼ sPA;2pðxÞ cosU2 þ sPA;2qðxÞ sinU2.

ð6Þ
PA signals of maximum and minimum amplitude
are respectively reached for detection phases Un,max
and Un,min:
Un;max ¼ nWþ kp; ð7aÞ
Un;min ¼ nWþ ð2k þ 1Þp=2. ð7bÞ
Harmonic PA signals generated for combined
IM–FM correspond, except for the sign, to WMS
signals. This is quite intuitive as PAS measures the
energy absorbed in the sample (Iabs), whereas
WMS detects the transmitted energy (Itrans =
I0  Iabs). Additional diﬀerence also occurs in the
in-phase signal at frequency f (sPA,1p), for which
the background level is zero, whereas an oﬀset ap-
pears in the standard WMS case, due to laser resid-
ual IM. The background level of WM-PAS signal is
zero at each harmonic, as PAS is a zero-background
technique.Table 1
Parameters of R16 CO2 absorption line in the m1 + 2m2 + m3 band. C
database values
Line parameter Symbol Exp. value
Central frequency mline 4989.971 ± 0.003
Linewidth Dmline 0.0732 ± 0.0007
Line intensity S (1.34 ± 0.04) · 1021
Fig. 2. Scheme of the experimental set-up used to implement the WM-P
mobile mirror (M) enables to easily switch between PAS and WMS.3. Experimental results
PAS has been implemented using a DFB laser
with emission wavelength corresponding to the
R16 line in the m1 + 2m2 + m3 band of CO2 around
4990 cm1. Measurements have been performed at
local atmospheric pressure, where the absorption
line is well approximated by a Lorentzian lineshape
function, as shown in Fig. 1. Table 1 lists the line
parameters experimentally measured and compares
them to the values obtained from HITRAN data-
base [31]. A scheme of the experimental set-up is
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Fig. 4. CO2 PA spectrum obtained for two diﬀerent modulation
schemes of the laser: (a) IM (on–oﬀ modulation of the laser
current); (b) WM (sine modulation of the laser current with
reduced amplitude).
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The laser beam is collimated using an oﬀ-axis-
parabolic mirror (OAP) and is launched into a PA
cell operated in its ﬁrst radial mode around
10.5 kHz. The acoustic resonance is narrow (14 Hz
HWHM), which corresponds to a quality factor
Q ﬃ 680, as shown in Fig. 3. The small width of this
resonance requires precise adjustment of the laser
modulation frequency. The acoustic signal is
detected using an electret microphone (Sennheiser
KE 13-227) and is measured using a lock-in ampli-
ﬁer. The PA signal is normalized by the laser power,
measured at the PA cell exit using a thermal
powermeter.
Two diﬀerent types of laser modulation have
been considered for the generation of the PA signal.
Firstly, IM has been applied, since this type of mod-
ulation is the most frequently used in PAS. IM has
been obtained by modulating on and oﬀ the laser
injection current with a square waveform (from
threshold up to the current limit). In that case, pure
IM is not exactly achieved, as residual WM also
occurs. However, IM is largely dominant in this sit-
uation (the IM index M is unitary, M = 1) and it
may be considered that IM is essentially obtained
in this case. The other type of modulation that
was considered is WM. To achieve WM, the laser
current was modulated with a sine waveform of
reduced amplitude (incomplete modulation in order
to have small residual IM). Even if pure WM is not
achieved in this case, this modulation is strongly
dominant with respect to residual IM. A compari-
son of the CO2 PA spectrum measured in the
4990 cm1 range for the two types of modulation
is shown in Fig. 4. As expected, CO2 absorption

















Fig. 3. Frequency distribution of the acoustic energy in the ﬁrst
radial mode of the PA cell. Circles are experimental points and
the curve is the result of a ﬁt by a Lorentzian distribution. The
quality factor is Q = 680.ered, whereas a derivative of the spectrum is
obtained with WM.
Direct observation of WM-induced harmonic PA
signal on an oscilloscope (as usually made in stan-
dard WMS) requires that the laser modulation fre-
quency is adjusted to fmod = fres/n when the nth
harmonic signal is considered. In addition, the fre-
quency F of the slow current scan used to sweep
the laser through the analyzed absorption line must
be much smaller than the width (HWHM) of the
acoustic resonance (F Df), in order that the eﬀec-
tive detection frequency (feﬀ = nfmod ± kF, where k
describes the principal Fourier components of the
current ramp) lies within the acoustic resonance.
For our narrow radial resonance, a current ramp
at F = 0.95 Hz was experimentally used for theTable 2
Summary of the diﬀerent frequencies used for laser modulation
and acoustic detection in the case of 1f and 2f WM-PAS signals
Parameter Harmonic signals
n = 1 n = 2
Slow sweep frequency (F) 0.95 Hz
Laser sine modulation frequency (fmod) 10.5 kHz 5.75 kHz
Acoustic detection frequency (fres) 10.5 kHz
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Fig. 5. Comparison of 1f (a) and 2f (b) signals obtained by WM-PAS and WMS for the same modulation conditions (m = 1). In each case,
the phase of the lock-in detection has been adjusted in order to obtain the signal of maximum (black curves, Un = Un,max) and minimum
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Fig. 6. (a) Normalized WM-PAS 1f signal for diﬀerent values of the modulation index m. Grey lines are experimental measurements and
dashed curves have been calculated from our theoretical model. (b) Maximum (s1,max) and amplitude (s1,ampl) of the 1f signal as a function
of the modulation index m. These two parameters are deﬁned on the 1f signal in (a). Circles are experimental measurements and the curve
is the result of the theoretical model.
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Fig. 7. (a) Normalized WM-PAS 2f signal for diﬀerent values of the modulation index m. Grey lines are experimental measurements and
dashed curves have been calculated from our theoretical model. (b) Maximum (s2,max) and amplitude (s2,ampl) of the 2f signal as a function
of the modulation index m. These two parameters are deﬁned on the 2f signals in (a). Circles are experimental measurements and the curve
is the result of the theoretical model.
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tion frequencies experimentally used to measure the
two ﬁrst harmonic PA signals are summarized in
Table 2. The corresponding WM-PAS signals are
shown in Fig. 5 together with the WMS signals pre-
viously obtained using the same laser modulation
parameters and a 1-m absorption cell [25]. As
expected, these signals are very similar, excepted
for the 1f component, whose background level is
zero for PAS, whereas a quite large oﬀset occurs
in the WMS signal due to laser residual amplitude
modulation. Inﬂuence of FM index m on 1f and 2f
WM-PAS signals is shown in Figs. 6 and 7. The
comparison of experimental signals with the results
of our theoretical model shows good agreement, as
indicated by the residuals reported in each case.
These results validate the relevance of the developed
model. However, the residuals increase for higher
values of m (m > 2), so that the agreement between
experimental and theoretical values becomes slightly
worse. This is probably due to the non-linear behav-
ior of the laser optical frequency versus injection
current that is observed at large modulation depths.For small modulation indices (m 1), the har-
monic PA signals increase and get broader when
increasing m. An optimal modulation index is
obtained at each harmonic, for which the amplitude
of the PA signal reaches its maximum value. For a
Lorentzian absorption lineshape, the optimal values
are m ﬃ 2.00 and m ﬃ 2.20 for 1f and 2f signals,
respectively, as already demonstrated for WMS
[22]. Above these values, the harmonic PA signal
continues to broaden, but its amplitude slowly tends
to diminish.
4. Discussion and conclusion
Analytical expression of harmonic signals gener-
ated by WM-PAS has been proposed in the general
case of combined WM-IM of a laser diode. This
description is based on a previous model we deve-
loped for WMS. This model was modiﬁed by taking
into account the fundamental diﬀerence between
these two techniques, i.e. in WMS, the optical energy
transmitted through the analyzed sample is detected,
whereas the absorbed energy is directly measured in
S. Schilt, L. The´venaz / Infrared Physics & Technology 48 (2006) 154–162 161WM-PAS. This theoretical model has shown that
PA signals generated with combined IM–FM are
identical, except for the sign, to those obtained by
WMS. However, important diﬀerence occurs in the
ﬁrst harmonic signal, which usually presents a large
oﬀset value in the case of WMS, whereas oﬀset-free
signal is obtained by WM-PAS. This property
results from the zero-background nature of PAS.
The reported model applies for combined WM-
IM with arbitrary phase shift W between the two
modulations, which is the real condition when the
injection current of a laser diode is modulated. This
model considers a Lorentzian absorption line and is
therefore suitable for WM-PAS trace-gas detection
at atmospheric pressure, for which the Voigt line-
shape is well approximated by a Lorentzian func-
tion. The harmonic signals calculated from this
model have been compared with experimental
results obtained by WM-PAS on a CO2 absorption
line using a 2-lm DFB laser. Excellent agreement
has been obtained between experimental and calcu-
lated signals, which validates the relevance of the
developed theoretical model. However, the agree-
ment has shown to be slightly reduced when larger
FM indices (m > 2) are used, which probably results
from the non-linear behavior of the laser optical fre-
quency versus injection current that is experimen-
tally observed at large modulation depths and that
is not taken into account in the model, since only
linear dependence is considered.
Finally, the description presented in this paper
enables better understanding of the signals gener-
ated in WM-PAS and gives useful information to
deﬁne the optimal laser modulation amplitude in
WM-PAS trace-gas detection.References
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